
 - Soft Commercial Fixture

LED Pendant Light

PLD4501

PLD3311

PLD3311

PLD3321

PLD3321

PLD3330

PLD3330

Trim             : Alum. Die Cast
Reflector     : Pebble Facet Alum. / Segment 111mm(LOR 93%)
                       OD 111mm
Diffuser        : Clear Tempered Glass 
                       / without Glass
Housing       : Alum. Die Cast
Heat Sink     :Alum. Die Cast
LED Power  : Citizen CLU038       3000lm
Versions       : Luminus 14mm       3000lm
                        Osram Basic Core  3000lm
                        PrevaLED Core      3000lm
                        Philips SLM             3000lm
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Application : Retail, super market and department store WG ConnectorPrevaLED Core

BASIC CORE Citizen

Fortimo SLM

Luminus

4201(Narrow )10° 4301(Medium )28° 4401(Flood )39°
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Honey Comb 
HC111-50B

Segment reflector 111mm

Elongation Lens Available in Red,
Yellow,Green and 
Blue 

Dichroic  Lens

Angle:22º
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Remark : 
Segment reflector 
with ,LOR 93%

Remark : Segment reflector with ,
Honey comb, Dichroic Lens elongation 
lens, semi frosted or fully frosted glass 
could be options

LOR 93%

3150            3204           3205

   14°                    24°                  31°
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PLD3311 PLD3321 PLD3330
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